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Description automatically generated]
This old fallen seventeen-inch diameter pinon tree was blocking Lower Faulty Trail about halfway between the Crest Trail 130 and Upper Faulty junctions. The wood was certainly well aged as it did a commendable job of resisting our efforts with a crosscut saw. It presented a good opportunity for crew members to get more time on the saw. Eventually the crew won the battle and it was removed. There was a walk-around at the base, but we were there with the appropriate gear, so it was removed.
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Description automatically generated]
Sim takes his turn on the saw.
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Description automatically generated]
The tree in the previous photo has been removed and the trunk moved off the trail to the right.

[image: A tree in a wooded area

Description automatically generated]
This ten-inch diameter dead fallen fir was blocking Lower Faulty Trail at chest-high level about one mile north of the Upper Faulty junction. (The tree arched over the trail was high, stable and did not need to be removed.)
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Description automatically generated]
Jim starts the cut on the tree in the previous photo.
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Description automatically generated]
Jerry studies the newly cut tree as the final steps are taken to remove it from the trail.
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Description automatically generated]
This pinon tree had broken off about three feet above its
base and had fallen across Upper Faulty Trail completely blocking it. Rav is cutting away its top to clear the trail.
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Description automatically generated]
This dead pinon had fallen over Crest Trail 130 about a 
tenth of a mile north of the Upper Faulty junction. It was 
very poorly supported and presented a hazard to people 
hiking or riding horseback as there was not sufficient
clearance to pass under it. Bob is starting the cut.
[image: A tree next to a rock

Description automatically generated]
This dead fallen ten-inch diameter pinon presented an interesting challenge for the crew, from its top completely tangled among trees to its base located on a hilly portion of the trail. After much consultation and methodical work, the tree was safely removed from the trail. Seen in the left portion of the photo is a section of a long rope used to break away the large supporting branch from a safe distance.
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Description automatically generated]
This photo shows the stump remaining after the tree in the previous photo was cut away.
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Description automatically generated]
The big tree in the previous photos has been removed. The stump can be seen at the left of the picture. The trunk has been pried, lifted and pushed away from the trail to the right.
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Description automatically generated]
This is but one example of the fifteen or so dead oak and
fir “head-bangers” that the crew cut away on Monday.
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