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Description automatically generated]
Pauline Ho & Rick Buss had reported a fallen 10-inch diameter tree blocking 10K North trail. As shown in this photo, the tree has been removed.





(Photo by Bill Savage)

[image: A person walking on a trail in the woods

Description automatically generated with low confidence]
As the crew was working to remove the tree in the prior photo, another new fallen 8-inch diameter tree blocking the trail was discovered just uphill. It was also removed and all that remains of it is shown in the right of the photo.




(Photo by Bill Savage)
[image: A picture containing tree, outdoor, ground, trail

Description automatically generated]
This double top 6-inch diameter hangup was one of 5 hang-ups or poorly supported leaners ranging in size from 3 to 11 inches in diameter that were removed from 10K North trail.




(Photo by Bill Savage)
[image: A fallen tree in the woods

Description automatically generated with medium confidence]
This nasty looking hang-up was located about halfway up the Survey Trail Extension. It is the top of the large tree at the right of the photo. The base of the fallen top is wedged against the trunk of the large tree and is supported on the ground by its lower branches.




(Photo by Sally Lowder on earlier hike)




  
[image: A person standing on a fallen tree in the woods

Description automatically generated with low confidence]Bill Savage begins the cut on the big hang-up. The rope was
attached to the treetop to stabilize it and pull it off the large tree trunk after it was cut. The rope was not needed as the treetop fell to the ground on its own.



(Photo by Bob Lowder)
[image: A group of people in the woods

Description automatically generated with low confidence]
The crew stands in front of the fallen treetop after it has been moved off the trail to the downhill side. (Left to right) Silke Bletzer, Sim Cook, David McCreery and Bill Savage)




(Photo by Bob Lowder)
[image: A picture containing tree, outdoor, grass, wood

Description automatically generated]
The crew studies this 8-inch diameter dead aspen 
“headbanger” on Survey Extension.



(Photo by Bob Lowder)


 
[image: A picture containing tree, outdoor, grass, ground

Description automatically generated]
Sim finishes the cut on the hung-up aspen tree. To the left
of the photo, Bill holds the sheathed hatchet used to drive
the wedge. A long rope was used to pull the cut tree to the ground and it was moved off the trail



(Photo by Bob Lowder)
[image: A fallen tree in a forest

Description automatically generated with medium confidence]
These 15 and 9-inch diameter trees were blocking Survey trail. The lower tree was pulled away and off the trail to the right. The larger tree had to be cut.




(Photo by Sally Lowder on earlier hike)
[image: A picture containing outdoor, tree, ground, person

Description automatically generated]
Silke and Sim start the cut on the large log.




(Photo by Bob Lowder)
[image: A person wearing a hard hat and holding a stick in a forest

Description automatically generated with low confidence]
The two-tree blockage has been removed from Survey trail. The cut trees can be seen in the background below the trail.




(Photo by Bob Lowder)
[image: A picture containing outdoor, ground, tree, dirt

Description automatically generated]
This tall dead tree had fallen along the upper margin
of Survey trail. It was removed.


(Photo by Bob Lowder)
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