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Dan Benton at the base of the tree on Dan’s Loop. He has been clearing escape
routes for Jerry Carroll, the sawyer.
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Jerry is starting the back cut after completing the face cut on the front of the tree.
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Large tree falling to the ground.
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Felled tree on the ground. The trunk broke at the edge of the rock adjacent to the road.
Note how far the piece of trunk in the foreground flew when the tree hit the pavement.
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Eric Russell is bucking the large end of the log. The log flew about 15 feet from the stump when it fell.
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L to R: Eric Russell and Dan Benton are bucking opposite ends of the log.
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L to R: Eric and Jerry Carroll are sliding large rounds of wood down to the pavement. A couple of pieces rolled across the road
and down an embankment where they were split and brought up to the trailer.
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Dan is selecting a round to move and split.
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L to R: Dennis Crowther is scoring the rounds with a chain saw to make starting the splitting wedges easier. Joe Meade is standing
in his trailer waiting for more wood to stack. Lou Romero and Jim Levesque are splitting rounds.
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Joe Meade is hitting steel wedges with an eight-pound sledge hammer to split the round of fire wood.
He locates a wedge by feel, remembers the location, and hits the wedge.
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Jim Levesque is splitting a round into six pieces that will be much easier to handle than the large rounds.
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Joe is stacking the wood in his trailer. Although he cannot see the stacked wood, Joe feels where there is an opening

 and puts the piece there. Jim Levesque is bringing another spit piece to the trailer.
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